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COLONNE MOBILI CON SISTEMA WIRELESS

MOBILE COLUMN WITH WIRELESS SYSTEM

COLONNE MOBILE AVEC SYSTÈME SANS FIL

• Designed for heavy-duty vehicles: buses, forklifts, trucks, among other
• Column system combinable with 2 – 16 columns
• Automatic lifting/lowering speed variety
• Possibility to use it as master or slave column
• Touch screen with instructions
• Ajustable width forks to adapt to different wheel diameters
• Safety stop function (in case of failure or desynchronisation)
 

• Conçu pour véhicules de poids lourds : bus, camions grue, camions, entre autres
• Système de levage combinable avec 2 – 16 colonnes
• Système de contrôle de variation de la vitesse de levage/descente automatique
• Colonne programmable en tant que principale o sécondaire
• Écran tactile avec des instructions
• Ourches largeur réglable
• Arrêt de sécurité (en cas de défaillance ou désynchronisation)

• Progettato per veicoli industriali: autobus, carrelli elevatori, camion, ecc.
• Sollevamento sincroniìzzato da  2 - 16 colonne
• Variazione automatica della velocità di sollevamento/abbassamento
• Possibilità di scegliere qualsiasi colonna come colonna principale
• Touch screen con istruzioni
• Forche con larghezza regolabile
• Arresto di sicurezza (in caso di guasto o desincronizzazione)
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SOLLEVATORI PER OFFICINA  / LIFTING EQUIPMENT /
PONTS ÉLÉVATEURS


